CONTRACT NO. 88518

Illinois Department R
of Transportation SOIL BORING LOG
T g Date 52305
ROUTE FAP 315 (US 136) DESCRIPTION Duncan Mills to 3 mi West LOGGED BY JAR
SECTION (109 I0)W&RS-1 LOCATION  _ SEC.,TWP. BNG.
COUNTY FULTON DRILLING METHOD HSA Auto
STRUCT. NO. DI B U | Ml gt Water Blev. D|B|U|M
Station EL L} C | O Sream Bed Elev. ElL | C| O
Pl o} s 1 plo]| s |1
BORING NO. 60150 T| W 5 I Groundwater Elev.: T| W 5
Station 601+50 H 8 Qu T First E " H s Qu [
Offset 50,00t Lt Upon Completi
Ground Surface Elev. 492,40 f @) | D | B || Aer _ 24  Hrs ®| ® | @h | ®
Gr, Med SAND & GRAVEL 2 | B | 20
Gr Br, Gr CLAY LOAM
Gr,Br SILTY CLAY LOAM 1 11
T8 200 3 | 23 | 110
2 p 1 4 B
some shaley clay
488.40 B
Gr, Br SILTY  LOAM 1 Gr SHALEY CLAY 7
PN % S T V- BT
1| r 0| P
1 tr of coal 1
1705 | 270 B ] 45 9
1 P 1 %2 P
H Gr SHALE 3
T | 06 | 400 wagp | 0 | 45 | 6
1t | B End of Boring _pA@UA P
1 —
1 09 26.0
1 B ]
47840
Gr Br GILTY PEAT 1
T T 1 %0 =
2 | 8
475.90 ]
Gr, Br SILTY CLAY 1
1 10 27.0
2 | B
1 pe—
a0 | 2 | 12 | 250 0

Illinois Department

EAP secTioN county | JOTA [SHEET
315 | . FuLTon | 329 @3
STA, T0 STA.

FED. ROAD OIST. M0, [ILLINOIS | FED. AID PROJECT

*109W~1,RS-2:110W,RS-)

of Transportation SOIL BORING LOG
Dion of Hihvers Date 505
ROUTE FAP 315 (US 136) DESCRIPTION Duncan Mills to 3 mi West LOGGED BY JAR
SECTION (109, 110)W&RS-1 LOCATION  _ 8EC., TWP.,RNG.
COUNTY ___ FULTON  DRILLING METHOD HSA HAMMER TYPE Auto
STRUCT. NO. BB b U b M g Water Elev. ft Dy B U | M
Station EL L1 CL Ol Sheam Bed Blev, g (B} LpCHO
Pl O} 8 1 P{ o] 8 1
BORING NO. 60240 T w S ! Groundwater Elev.: T W 8
Station 502+40 Hi 8 p @ | T ol pirst Encount a3 Y |H| 8 [ QT
Offset 55,008 Rt Upon Completion 4841 AYA
Ground Surface Elev. @) | GsD | (6 || Afer _ 24 Hrs. w15 £t Y (® ) @) | G| @
NO SAMPLE TAKEN Brown, Grey SILTY LOAM 1 B
(continued)
1’ med sand & gravel o
Dk Brown, Brown SILTY CLAY 1 v | !
LOAM 1 | 18 | 240 B 1 | 09 | 40
2 P 11 B
Brown, Grey SILTY LOAM 1 1
T | 10 | %0 o 1| 10 | 30
1t | B 2 B
H 2
1 05 | 830 3" sand & water 11 19 | 300
1 B 1 3 B
466.30 T
1 Grey SAND & GRAVEL 10 180
1 | 03 | 480 w0 7
2 B Grey SHALEY CLAY 9 38 140
P
1 1 1
1 10 [ &8 14 | 45 | 10
11 B 1 a| e
1 1 s
T [ 1o [ 48 Tl 90 | 45 | 10
2 | B 57| P
25" sand
tr of wood fragments 1 w0 1
U108 | 89 | ey ooy S wer] 45 | 10
1B P
1
1 | 10 | 3680 —431

FILE NAME 7 c\projects\usi3BeunusidBculverta.don

PLOT SUALE » 188.3881 '/ IN.
USER NAME * moushordce

PLOT DATE = 9/28/2087

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P--Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow velues in each sampling sone (AASHTO T206)

BBS, from 137 (Rev. 8-39)

REVISIONS
NAME

DATE

ILLINOIS DEPARTMENT OF TRANSPORTATION

BORING LOGS STATION 601+79.18

VERT. nONE
SCALEs Lomiz.

DATE 11/08/06

DRAWN BY CEM
CHECKED BY CEM




